STATE OF NORTH CAROLINA

DEPARTMENT OF TRANSPORTATION

DIVISION 3

CONTRACT PROPOSAL

SMALL BUSINESS ENTERPRISE

WBSELEMENT: 3B.103111

ROUTE: NC903

COUNTY: Duplin

DESCRIPTION: Application of Epoxy Overlay Systems on Bridges 4589 460 in Duplin County
BID OPENING: 2:00 pm Tuesday, July 26, 2011

NOTICE:

Bids are being solicited for this project under the prorsof the NCDOT’s Small Business Enterprise
Program. Your firm does not have to be formally ideatias a minority, woman or disabled business to qualify
for this program, but you must have had an annual grossaof 1.5 million or less for the previous calendar
year. Under the provisions of this Program, a NC @Geigntractor’s License is not required nor are Ganttr
Payment and Contract Performance Bonds required. Biddallcomply with all other applicable laws,
including but not limited to, those regulating the practaieslectrical, plumbing, heating and air conditioning
and refrigeration contracting as contained in Chapteirf 8fecGeneral Statutes of North Carolina. The atédc
“Small Business Enterprise Program — Contractor’s Geffification” form must be submitted with your Bid in
order for your bid to be considered.

NAME OF BIDDER

ADDRESS OF BIDDER

RETURN BIDS TO: North Carolina Department of Transportation
Lloyd G. Royall, Jr, PLS
5501 Barbados Blvd
Castle Hayne, NC 28429
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INSTRUCTIONS TO BIDDERS

PLEASE READ ALL INSTRUCTIONS CAREFULLY BEFORE PREPARING AN D
SUBMITTING YOUR BID.

All bids shall be prepared and submitted in accordance with the fldwing requirements. Failure to comply with
any requirement shall cause the bid to be considered irregular andhall be grounds for rejection of the bid.

The bid sheet furnished by NCDOT with the proposal shall be used and shall not beraliesechannerDO NOT
SEPARATE THE BID SHEET FROM THE PROPOSAL!

All entries on the bid sheet, including signatures, shall be written in ink.

The Bidder shall submit a unit price for every item on the bid form. The unit poicékgefvarious contract items shall
written in figures.

An amount bid shall be entered on the bid sheet for every item. The amount bid foereasitaill be determined by
multiplying each unit bid by the quantity for that item, and shall be written in figurée iAtnount Bid" column of the
sheet.

The total amount bid shall be written in figures in the proper place on the bid sheabtalhmbunt shall be determin
by adding the amounts bid for each item.

Changes in any entry shall be made by marking through the entry in ink and making the coyradjaa@nt thereto in
ink. A representative of the Bidder shall initial the change in ink.

The bid shall be properly executed. All bids shall show the following information:

a. Name of individual, firm, corporation, partnership, or joint venture subgnlitd.

b. Name and signature of individual or representative submitting bid and postii& or
C. Name, signature, and position or title of witness.

d. Federal Identification Number (or Social Security Number of Indivjdual

e. Contractor's License Number (if Applicable)

Bids submitted by corporations shall bear the seal of the corporation.
The bid shall not contain any unauthorized additions, deletions, or conditional bids.

to an award.

THE PROPOSAL WITH THE BID SHEET STILL ATTACHED SHALL BE PLACED IN A SEALED
ENVELOPE AND SHALL HAVE BEEN DELIVERED TO AND RECEIVED IN THE DIVISION THREE
ENGINEER'S OFFICE, 5501 BARBADOS BLVD. CASTLE HAYNE, NC 28429 BY 2:00PM ON TUESDAY,
JULY 26, 2011.

The sealed bid must display the following statement on the front of the seadtmpenv

QUOTATION FOR WBS ELEMENT 3B.103111: APPLICATION OF EPOXY OVERLAY SYS TEMS ON
BRIDGES IN DUPLIN COUNTY TO BE OPENED AT 2:00PM ON TUESDAY, JULY 26, 2011.

If delivered by mail, the sealed envelope shall be placed in another sealepemvel the outer envelope shall be
addressed as follows:

NC DEPARTMENT OF TRANSPORTATION
LLOYD G. ROYALL, PLS

5501 BARBADOS BLVD.

CASTLE HAYNE, NC 28429

AWARD OF CONTRACT
The award of the contract, if it be awarded, will be made to the lowest respabte
Bidder in accordance with Section 102excluding 102-2 and 102-11f the Standard
Specifications for Roads and Structures 2006. The lowest responsible Wil notified
that his bid has been accepted and that he has been awarded the contract. INTT
reserves the right to reject all bids.

ed

. The bidder shall not add any provision reserving the right to accept or rejechah amto enter into a contract pursuant
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PROJECT STANDARD PROVISIONS

GENERAL

This contract is for Application of Epoxy Overlay Systs on Bridges 459 and 460 on NC 903 over Grove
Swamp in Duplin County. All work and materials shalilbaccordance with the provisions of the General
Guidelines of this contract, the Project Special Rioms, the North Carolina Department of Transpomatio
Standard Specifications for Roads and Structures, thérKanolina Department of Transportation Roadway
Standards Drawings, and the current edition of the Marfuahiform Traffic Control Devices (MUTCD).

The Contractor shall keep himself fully informed offadideral, State and local laws, ordinances, and regwdatio
and shall comply with the provisions of Section 107 ef$ftandard Specifications.

CONTRACT TIME AND LIQUIDATED DAMAGES

The date of availability for this project is August 15, 2011.The Contractor may begin work prior to this date
upon approval of the Engineer or his duly authorized reprasen If such approval is given, and the
Contractor begins work prior to the date of availahihe Department of Transportation will assume no
responsibility for any delays caused prior to the dagvailability by any reason whatsoever, and such deify
any, will not constitute a valid reason for extending tompletion date.

The completion date for this project is October 28, 204a&.extensions will be authorized except as
authorized by Article 108-10 of the_Standard Specifications.

Liguidated damages for this contract are Three Hundred and Fty Dollars ($350.00) per calendar day.

HOLIDAY AND HOLIDAY WEEKEND WORK RESTRICTIONS:

For Labor Day, between the hours of 7:00 a.m. Friday and 7:00 a.m. Tuesday.

Forany eventthat creates unusually high traffic volumes, as direloyeithe Engineer.

AUTHORITY OF THE ENGINEER

The Engineer for this project shall be the Divisiolgteer, Division Three, Division of Highways, North
Carolina Department of Transportation, acting direatlyhrough his duly authorized representatives.

The Engineer will decide all questions, which may aaséo the quality and acceptability of work performed and
as to the rate of progress of the work; all questiohg;hwmay arise as to the interpretation of the @mttrand

all questions as to the acceptable fulfillment of thietact on the part of the Contractor. His/her deeishall

be final and he/she shall have executive authorignforce and make effective such decisions and ordehg as t
Contractor fails to carry out promptly.



AVAILABILITY OF FUNDS - CONTRACT TERMINATION

Payments on this contract are subject to avaikabififunds as allocated by the General Assemblyhdf t
General Assembly fails to allocate adequate funds, gmaiment reserves the right to terminate this contra

In the event of termination, the Contractor shalgiven a written notice of termination at least 60sdagfore
completion of scheduled work for which funds are availablethe event of termination, the Contractor lsbal
paid for the work already performed in accordance witlcthrract specifications.

BANKRUPTCY

The Department of Transportation, at its option, neagninate the contract upon filing by the Contractoarof
petition for protection under the provisions of the FablBankruptcy Act.

SMALL BUSINESS ENTERPRISE PROGRAM

DDC_SBE
(2-15-2011)

Bids are being solicited for this project under the pions of the NCDOT's Small Business Enterprise
Program.

Your firm does not have to be formally identified amiaority, woman or disabled business to qualify for this
Program, but you must have had an annual gross incomesofiilion or less, exclusive of materials, for the
previous calendar year.

The maximum contract limit is set at $500,000. If theltoithamount of the contract exceeds this amount, the
bid will not be considered for award.

Under the provisions of this Program, a NC Generalf@otor’s Licenses not required nor are Contract
Payment and Contract Performance Bonds required. Biddallcomply with all other applicable laws,
including but not limited to, those regulating the practaieslectrical, plumbing, heating and air conditioning
and refrigeration contracting as contained in Chapterf 8ecGeneral Statutes of North Carolina.

Prospective bidders who qualify for the SBE Program and & not currently certified are requested to apply for
certification immediately. Additional information and forms on the program may be obtained online at:
http://www.ncdot.org/business/ocs/sbe/

Do not submit the forms with the Bid Documents.
Send completed forms to:

Contractual Services Unit
ATTN: SBE

1509 Mail Service Center

Raleigh, NC 27699-1509



CLAIMS FOR ADDITIONAL COMPENSATION OR
EXTENSION OF TIME

Any claims for additional compensation and/or exterssmirthe completion date shall be submitted to the
Division Engineer with detailed justification withinitty (30) days after receipt of the final invoice paymen
The failure of the Contractor to submit the clainwihin thirty days shall be a bar to recovery.

CONTRACTOR CLAIM SUBMITTAL FORM

(9-16-08) SP1G140

If the Contractor elects to file a written claimrequests an extension of contract time, it shadiuimmitted on
the Contractor Claim Submittal Form (CCSF) available through the Construction Unit or
http://ncdot.org/doh/operations/dp_chief_eng/constructionanmt$§manuals/

DEFAULT OF CONTRACT

The Department of Transportation shall have the tiglateclare a default of contract for breach by the
Contractor of any material term or condition of dmmtract. Default of contract shall be in accordasitk the
terms, conditions, and procedures of Article 108-9 of thed&ird Specifications.

ENGINEERING CONTROL

Engineering control and inspection will be by the NaZ#rolina Department of Transportation. The Contract
will cut test samples as directed by the Engineer. Ndwh Carolina Department of Transportation will att
necessary grades for pipe, ditches, or masonry drainageuses. All other field engineering will be the
responsibility of the Contractor and considered asl@mtal to the project bid.

EROSION, SILTATION, AND POLLUTION CONTROL

The Contractor shall exercise every reasonable ptieceand take all necessary measures throughout tloé life
the project to prevent erosion, siltation, and pollutioaccordance with Section 107-13 of the Standard

Specifications.

EXTENSION OF CONTRACT TIME

Failure on the part of the Contractor to furnish bamdsertifications, or to satisfy preliminary requirertse
necessary to issue the purchase order will not corsgtatunds for extension of the contract time. If the
Contractor has fulfiled all preliminary requirements tioe issuance of a purchase order, and the purchase order
authorization is not available by the date of avaigpthe Contractor shall be granted an extensiqueéto the
number of calendar days the purchase order authorizatamayed after the date of availability.



GIFTS FROM VENDORS AND CONTRACTORS

(12-15-09)SP1 G152

By Executive Order 24, issued by Governor Perdue,MNid G.S8 133-32, it is unlawful for any vendor or
contractor (i.e. architect, bidder, contractor, cargdfon manager, design professional, engineer, landlord,
offeror, seller, subcontractor, supplier, or vendor)mgke gifts or to give favors to any State employethef
Governor’'s Cabinet Agencies (i.e. Administration, @aance, Correction, Crime Control and Public Safety,
Cultural Resources, Environment and Natural ResourcesltitHand Human Services, Juvenile Justice and
Delinquency Prevention, Revenue, Transportation, andOfhee of the Governor). This prohibition covers
those vendors and contractors who:

(1) have a contract with a governmental agency; or
(2) have performed under such a contract within the gast gr
(3) anticipate bidding on such a contract in the future.

For additional information regarding the specific requinet®ieand exemptions, vendors and contractors are
encouraged to review Executive Order 24 @d § 133-32.

Executive Order 24 also encouraged and invited other Stgémckes to implement the requirements and
prohibitions of the Executive Order to their agenciegendors and contractors should contact other State
Agencies to determine if those agencies have adopteditiseeOrder 24.

INSPECTION

All work shall be subject to inspection by the Enginateany time. Routinely, the Engineer will make pedodi
inspections of the completed work. It will be the rewslality of the Contractor to keep the Engineer infed

of his proposed work plan and to submit written reporisark accomplished on a frequency to be determined
by the Engineer.

LEGAL RELATIONS AND RESPONSIBILITY TO PUBLIC

(12-19-06)(Rev 3-16-10) SP1 G151
Revise the2006 Standard Specifications as follows:

Page 1-60, 107-2 Assignment of Claims Vqideplace the reference fromsS. 143-3.3t0 G.S. 143B-426.40A

Page 1-69, 107-18 Contractor's Responsibility for Workin the first paragraph, last sentence, replace the
word legally with the wordcontractually.



LIABILITY INSURANCE

(11-18-08) SP1 G80

Page 1-68, Article 107-16 is amended to include the following asthrst, second, third and fourth
paragraphs:

The Contractor shall be liable for any losses reguftom a breach of the terms of this contracte Tontractor
shall be liable for any losses due to the negligenagliful misconduct of its agents, assigns and employees
including any sub-contractors which causes damage tosdtitewhich the Department is found liable under the
Torts Claims Act, or in the General Courts of Justievided the Department provides prompt notice to the
Contractor and that the Contractor has an opportumitietend against such claims. The Contractor shall not
be responsible for punitive damages.

The Contractor shall at its sole cost and expensaroaihd furnish to the Department an original standard
ACORD form certificate of insurance evidencing comnaigeneral liability with a limit for bodily injury ad
property damage in the amount of $5,000,000.00 per occurrence andl ggigregate, covering the Contractor
from claims or damages for bodily injury, personal injuyfor property damages which may arise from
operating under the contract by the employees and agethts Gontractor. The required limit of insurance
may be obtained by a single general liability policylee combination of a general liability and exceasillty or
umbrella policy. The State of North Carolina shellfamed as an additional insured on this commercial@ener
liability policy. The policy may contain the follong language as relates to the State as an additionadnsur
“This insurance with respect to the additional insurediepphly to the extent that the additional insureceld h
liable for your or your agent’s acts or omissionsirgi®ut of and in the course of operations performedier t
additional insured.”

The Contractor shall maintain all legally required iasiwe coverage, including without limitation, worker’s
compensation and vehicle liability, in the amounts meguby law. Providing and maintaining adequate
insurance coverage is a material obligation of theéraotor and is of the essence of this contract.séth
insurance shall meet all laws of the State of N@#holina. Such insurance coverage shall be obtained fr
companies that are authorized to provide such coveragianare authorized by the Commissioner of
Insurance to do business in North Carolina. The @otur shall at all times comply with the terms oftsuc
insurance policies.

Upon execution of the contract, provide evidence oltiwve insurance requirements to the Engineer.

MATERIALS AND TESTING

The Engineer reserves the right to perform all samplmjtesting in accordance with Section 106 of the
Standard Specifications and the Department's "MatemalsTest Manual." However the Engineer may reduce
the frequency of sampling and testing where he deems b ayie for the project under construction.

The Contractor shall furnish the applicable certifaag and documentation for all materials as requiredhéy t
Standard Specifications. Material, which is not propeettified, will not be accepted.




MINIMUM WAGES

(7-21-09) Z-5

FEDERAL: The Fair Labor Standards Act provides that with cereaiceptions every employer shall pay
wages at the rate of not less than SEVEN DOLLARS ANRENTY FIVE CENTS ($7.25) per hour.

STATE: The North Carolina Minimum Wage Act provides that gvemployer shall pay to each of his
employees, wages at a rate of not less than SEVENLBRE AND TWENTY FIVE CENTS ($7.25) per

hour.

The minimum wage paid to all skilled labor employed on tastract shall be SEVEN DOLLARS AND

TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all intermediate labor employedhes contract shall be SEVEN DOLLARS AND
TWENTY FIVE CENTS ($7.25) per hour.

The minimum wage paid to all unskilled labor on this cacttrshall be SEVEN DOLLARS AND TWENTY
FIVE CENTS ($7.25) per hour.

This determination of the intent of the applicatiortto$ act to the contract on this project is thgpoesibility of
the Contractor.

The Contractor shall have no claim against the Depant of Transportation for any changes in the minimum
wage laws, Federal or State. It is the responsilafitthe Contractor to keep fully informed of all Fedeaatl
State Laws affecting his contract.

ON-THE-JOB TRAINING

(10-16-07) (Rev 7-21-09) Z-10
Description

The North Carolina Department of Transportation administer a custom version of the Federal On-the-Job
Training (OJT) Program, commonly referred to as theerAlte OJT Program. All contractors (existing and
newcomers) will be automatically placed in the Altéen®rogram. Standard OJT requirements typically
associated with individual projects will no longer be apht the project level. Instead, these requiremetits wi
be applicable on an annual basis for each contradtoinatered by the OJT Program Manager.

On the Job Training shall meet the requirements of 28 £30.107 (b), 23 USC — Section 140, this provision
and the On-the-Job Training Program Manual.

The Alternate OJT Program will allow a contractorttain employees on Federal, State and privately funded
projects located in North Carolina. However, prioshall be given to training employees on NCDOT Federal-
Aid funded projects.

Minorities and Women

Developing, training and upgrading of minorities and womematd journeyman level status is a primary
objective of this special training provision. Accordinghe Contractor shall make every effort to ennofiority

and women as trainees to the extent that such peasem@sailable within a reasonable area of recrutme&his
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training commitment is not intended, and shall not bEduso discriminate against any applicant for training,
whether a member of a minority group or not.

Assigning Training Goals

The Department, through the OJT Program Manager, witjagraining goals for a calendar year based on the
contractors' past three years’ activity and the emtdrs' anticipated upcoming year’'s activity with the
Department. At the beginning of each year, all cabtrg eligible will be contacted by the Department to
determine the number of trainees that will be assignedhe upcoming calendar year. At that time the
Contractor shall enter into an agreement with th@abenent to provide a self-imposed on-the-job training
program for the calendar year. This agreement willughela specific number of annual training goals agreed to
by both parties. The number of training assignments nawage from 1 to 15 per contractor per calendar year.
The Contractor shall sign an agreement to fulfilltlaginual goal for the year. A sample agreement idahai

at www.ncdot.org/business/ocs/ojt/.

Training Classifications
The Contractor shall provide on-the-job training ainaddeveloping full journeyman level workers in the

construction craft/operator positions. Preferencdl Sleagiven to providing training in the following skilled
work classifications:

Equipment Operators Office Engineers

Truck Drivers Estimators

Carpenters Iron / Reinforcing Steel Workers
Concrete Finishers Mechanics

Pipe Layers Welders

The Department has established common training atadgins and their respective training requirements that
may be used by the contractors. However, the dtzggins established are not all-inclusive. Wheeetthining

is oriented toward construction applications, trainint) lva allowed in lower-level management positions such
as office engineers and estimators. Contractors shiamit new classifications for specific job funcsothat
their employees are performing. The Department wilexe and recommend for acceptance to FHWA the new
classifications proposed by contractors, if applicablew classifications shall meet the following requieens:

Proposed training classifications are reasonable atidtiebased on the job skill classification needsl a

The number of training hours specified in the trainingssification is consistent with common practices and
provides enough time for the trainee to obtain journeyiexel status.

The Contractor may allow trainees to be trained bylacontractor provided that the Contractor retainsgsyim
responsibility for meeting the training and this prauisis made applicable to the subcontract. Howevey, onl
the Contractor will receive credit towards the anigaell for the trainee.

Where feasible, 25 percent of apprentices or traineesach occupation shall be in their first year of
apprenticeship or training. The number of traineed bleatlistributed among the work classifications on the
basis of the contractor’s needs and the availabifijgurneymen in the various classifications withireasonable
area of recruitment.

11



No employee shall be employed as a trainee in angifdasion in which they have successfully completed a
training course leading to journeyman level status arhich they have been employed as a journeyman.

Records and Reports

The Contractor shall maintain enrollment, monthhgl a&ompletion reports documenting company compliance
under these contract documents. These documents anthanynformation as requested shall be submitted to
the OJT Program Manager.

Upon completion and graduation of the program, the Cowoftrattall provide each trainee with a certification
Certificate showing the type and length of trainingséattorily completed.

Trainee Interviews

All trainees enrolled in the program will receive aftial and Trainee/Post graduate interview conducted éy th
OJT program staff.

Trainee Wages

Contractors shall compensate trainees on a graduatinggads based upon a percentage of the prevailing
minimum journeyman wages (Davis-Bacon Act). Minimum glagll be as follows:

60 percent of the journeyman wage for the first hatheftraining period
75 percent of the journeyman wage for the third quartdreofraining period
90 percent of the journeyman wage for the last quartdreairaining period

In no instance shall a trainee be paid less tharloda minimum wage. The Contractor shall adhere & th
minimum hourly wage rate that will satisfy both the B€partment of Labor (NCDOL) and the Department.

Achieving or Failing to Meet Training Goals

The Contractor will be credited for each trainee eggaoby him on the contract work who is currently eecbl
or becomes enrolled in an approved program and who receaiaing for at least 50 percent of the specific
program requirement. Trainees will be allowed to besfeared between projects if required by the Contrastor’
scheduled workload to meet training goals.

If a contractor fails to attain their training assiggnts for the calendar year, they may be taken efNGDOT’s
Bidders List.

Measurement and Payment

No compensation will be made for providing required trgimmaccordance with these contract documents.
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PAYMENT AND RETAINAGE

P&R_DDC
8-06-2009

The Contractor may submit a request for partial paymerd monthly basis, or other interval as approvedéy t
Engineer. Compensation for all pay items shall kcgordance with the Standard Specifications. The amount
of partial payments will be based on the work accongdisind accepted as the last day of the approved pay
period.

All requests for payment shall be made on the formdhead to the Contractor by the Department of
Transportation. The form shall be completely and ledited out with all appropriate information supplied and
shall be signed by an authorized representative of dimér&ttor.

All invoices must be accompanied with the DBE-IS form eveii no Subcontractors payments were made.
Payment request shall not be processed without said formléd out and attached.

If the request for payment is made by Contractor’sib®jadhe Invoice shall be submitted in triplicate to:

North Carolina Department of Transportation
Attention: Amanda Glynn
5501 Barbados Blvd
Castle Hayne, NC 28429

Minority Business (MB) and Women’s Business (WB) pg&ton shall be listed in the appropriate spaces on
all requests for payment. If there is no participatieword “None” or the figure “0” shall be entered.

POSTED WEIGHT LIMITS

The Contractor's attention is directed to the faat thany primary and secondary roads and bridges are posted
with weight limits less than the legal limit. The@@ctor will not be allowed to exceed the posted wdigtits

in transporting materials or equipment to the projedte Tontractor should make a thorough examination of all
maps and haul routes on this project.

SAFETY AND ACCIDENT PROTECTION

In accordance with Article 107-22 of the Standard Speadiest the Contractor shall comply with all applicable
Federal, State, and local laws, ordinances, and requdadmverning safety, health, and sanitation, and shall
provide all safeguards, safety devices, and protective eguiiparel shall take any other needed actions, on his
own responsibility that are reasonably necessapydtect the life and health of employees on the jabtha
safety of the public, and to protect property in connactvith the performance of the work covered by the
contract.

13



SAFETY VESTS

All Contractors' personnel, all subcontractors and gexrsonnel, and any material suppliers and their peetonn
shall wear a reflective vest or outer garment confagrto the requirements of MUTCD at all times whiletba
project. Safety vests shall meet ANSI Class Il stedgla

SUBLETTING OF CONTRACT

The Contractor shall not sublet, sell, transferigassr otherwise dispose of this contract or any portieereof;
or his right, title, or interest therein; without ttein consent of the Engineer. Subletting of this ramtor any
portion of the contract shall conform to the requirete®f Article of 108-6 of the Standard Specifications.

SUPERVISION BY CONTRACTOR

At all times during the life of the project the Contacshall provide one permanent employee who shall have
the authority and capability for overall responsibibfythe project and who shall be personally availabléne

work site within 24 hours’ notice. Such employee staliutly authorized to conduct all business with the
subcontractors, to negotiate and execute all supplenagredments, and to execute the orders or directions of
the Engineer.

At all times that work is actually being performed, @antractor shall have present on the project one
competent individual who is authorized to act in a supanyisapacity over all work on the project, including
work subcontracted. The individual who has been so amétbshall be experienced in the type of work being
performed and shall be fully capable of managing, direcéind,coordinating the work; of reading and
thoroughly understanding the contract; and receiving amglimguout directions from the Engineer or his
authorized representatives. He shall be an employe®e @ontractor unless otherwise approved by the
Engineer.

The Contractor may, at his option, designate one employ meet the requirements of both positions.
However, whenever the designated employee is absentfi®work site,
an authorized individual qualified to act in a supervisopaciy on the project shall be present.

TEMPORARY SUSPENSION OF WORK

In accordance with Article 108-7 of the Standard Spedifinaf the Engineer will have the authority to suspend
the work wholly or in part, any written order for symriods as he may deem necessary for any of the fotiow
reasons.

1. Conditions considered unfavorable for the suitable pragecof the work, or
2. The Contractor’s failure for correct conditions undafeworkmen or the general public, or

3. The Contractor has not carried out orders given toblyithe Engineer, or

14



4. The Contractor’s failure to perform any provisionshe contract.

No extension of the completion date will be allowedtfee above suspensions except as may be provided for in
Article 108-10.

TRAFFIC CONTROL AND WORK ZONE SAFETY

The Contractor shall maintain traffic during constrmctand provide, install, and maintain all traffic cohtr
devices in accordance with these project guideline®R1tbject Special Provisions, North Carolina Department
of Transportation Standard Specifications for Roads andttires, and the current edition of the Manual of
Uniform Traffic Control Devices (MUTCD).

The Contractor shall utilize complete and proper traffintrols and traffic control devices during all openagio
All traffic control and traffic control devices requiréor any operation shall be functional and in placerfgao
the commencement of that operation. Signs for tempoizerations shall be removed during periods of
inactivity. The Contractor is required to leave thejget in a manner that will be safe to the tragepublic and
which will not impede motorists.

Traffic movements through lane closures on roads withway traffic shall be controlled by flaggers staéidn
at each end of the work zone. In situations where digtance is limited, the Contractor shall provide
additional means of controlling traffic, including, but timited to, two-way radios, pilot vehicles, or addi#d
flaggers. Flaggers shall be competent personnel, adeqtratedd in flagging procedures, and furnished with
proper safety devices and equipment, including, but not indesafety vests and stop/slow paddles.

All personnel when working in traffic areas or araaslose proximity to traffic shall wear an approvedsaf
vest, or shirt or jacket which meets the color requodnets of the Manual of Uniform Traffic Control Deeg
(MUTCD).

The Contractor shall comply with all applicable FedeBéhte, and local laws, ordinances, and regulations
governing safety, health, and sanitation, and shalligeaall safeguards, safety devices, and protective
equipment, and shall take any other needed actions, owhisesponsibility that are reasonably necessary to
protect the life and health of employees on the jabtha safety of the public, and to protect property in
connection with the performance of the work coverethbycontract.

Failure to comply with any of the requirements for safand traffic control of this contract shall result
suspension of work as provided in subarticle 108-7(2) of thied&td Specifications.

UTILITY CONFLICTS

It shall be the responsibility of the Contractorctimtact all affected utility owners and determine tlexige
locations of all utilities prior to beginning constracti Utility owners shall be contacted a minimum ohd&irs
prior to the commencement of operations. Specialsizakbe used in working around or near existing utilities
protecting them when necessary to provide uninterruptegtserin the event that any utility service is
interrupted, the Contractor shall notify the utility mav immediately and shall cooperate with the ownehjr
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representative, in the restoration of service insti@test time possible. Existing fire hydrants dimkept
accessible to fire departments at all times.

The Contractor shall adhere to all applicable regulataond follow accepted safety procedures when working in
the vicinity of utilities in order to insure the safetf construction personnel and the public.

WORKERS’ COMPENSATION INSURANCE

Pursuant to N.C.G.S. 8§ 97-19, all contractors of the Deyeattof Transportation are, prior to beginning
services, required to show proof of coverage issued lyrkens’ compensation insurance carrier, or a
certificate of compliance issued by the Departmenhsifilance for self-insured subcontractors stating thsit
complied with N.C.G.S. § 97-93 irrespective of whether satvectors have regularly in service fewer than
three employees in the same business within the 8t&terth Carolina, and subcontractors shall be hefesr
liable under the Workers’ Compensation Act for paymémiompensation and other benefits to its employees
for any injury or death due to an accident arising ownafin the course of performance of the work insured by
the subcontractor.

ERRATA

(7-21-09) Z-4
Revise thetandard Specifications for Roads and Structures July 2006 on all projects as follows:
Division 1
Page 1-1, replace AREA - American Railway Engineeringog&iasion with American Railway Engineering
and Maintenance of Way Association
Page 1-7, removel- in middle of page after INVITATION TO BID and before BORATORY.

Page 1-25, 102-16(R), move 2nd paragraph to left margin. It & part of this subarticle, but part of the entire
article.

Division 2
Page 2-9, Subarticle 225-1(C)* paragraph, ¥ line, last word, add a “d” to make the word grade become
graded
Page 2-15, Subarticle 226-3, 5th paragraph, first line, regiacedrdin with the wordis.

Page 2-23, Subarticle 235-4(B)(9), at the end of the sentedace finished greater with finishgthde
Page 2-28, Article 260-3, First paragraph, second line, rethewsordfoot.

Division 3
Page 3-13, Article 340-4, Second paragraph, change FlowablalBadkibwableFill
Division 4
Page 4-29, Article 420-13(A) Description, change reference 8ection 1082 térticle 1081-6
Page 4-40 Subarticle 420-17(F) first line, change Subarticle 4&B)-1d(B) herein.
Page 4-70, Article 442-13(B) Second sentence, change SSPC8Etod8SPC Guidé.
Pages 4-72, 4-74, 4-76, at the top of the page, substitute ttirdh8action 452 with Sectigtb0
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Page 4-79, at the top of the page, substitute the headingrS€sd with Sectiod52
Page 4-80, change 452-7 to 453t the top of the page.

Page 4-80, change Pay Item __ Steel Pile Retaining VWeBiigetPile Retaining Walls.
Page 4-88, 462-4, Title, Replace last word Measurement veitivoihdPAYMENT

Division 5
Page 5-8, Article 501-15 Measurement and Payment, deletehtiparétgraph that begins The quantity of lime,
measured as provided ...
Page 5-14, Article 520-11 Measurement and Payment, first pphagiecond line, deletall be.
Division 6
Page 6-3, Article 600-9, 2nd Paragraph on this page, replace 818-518#.

Pages 6-30 and 31, Subarticle 610-3(A)(13) Move 2 paragraphs fromatigen to the right under the number
(13).

Page 6-43, Article 610-8, 4th paragraph, remove thetHiest

Page 6-44, 2nd full paragraph; $entence, delete the firand and addtransversejust before cross-slope
control.

Page 6-51, at the top of the page, &#ld-14on the same line, and just before the heading MAINTEREN
Page 6-53, Article 620-4 sixth paragraph, second line; the thatcghould bevhich.
Page 6-66, title, Replace EXISTNG wEXISTING

Page 6-66, Article 657-1, Description, first sentence, red&/AR (hot-poured rubber asphalt witit applied
joint sealer

Page 6-66, Article 657-2, replace PS/AR (Hot-Poured Rubber Asptiathe following:

Item Section
Hot Applied Joint Sealer 1028-2

Page 6-67, at the top of the page, substitute the headingrS&s4 with Sectiol657.

Page 6-67, Article 657-3 Construction Methods, 2nd paragraphceePB®/AR sealant withot applied joint
sealer

Page 6-71, 660-9(B)(1), Replace the first sentence of gteéragraph with the following:

Using the quantities shown inTable 660-1 apply asphalt material to the existing surface followed by an
application of No. 78 M or lightweight aggregate

Page 6-89; Add a period at the end of the last sentenice bbttom of the page.

Page 6-90, Article 663-5, first paragraph, first sentenceygeh&00F tdb0°F; third paragraph, fourth sentence
change 3250F t825F.
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Division 7
Page 7-12, at the top of the page, substitute the headingrS&td with Sectio00.
Page 7-15, Article 710-9, 4th paragraph, last line, change 710-td @@)0-D(B).

Division 8
Page 8-13, Article 808-3, 4th Paragraph, third line, replacedvakon withExcavation
Page 8-35, Article 848-2, Item: Replace Cncrete Wibhcrete

Division 9
Page 9-2, adf01-3just before CONSTRUCTION METHODS

Division 10

Page 10-12, near bottom of page &@) before Proportioning and Mixing of Modified Compositiomghich
should be bold type.

Page 10-28, at the top of the page, substitute SectidgfaOQ005.

Page 10-54, Subarticle 1018-2A), First line, substitB)efor II, third line, substitutéB)(2) for 11-b.
Pages 10-56, 10-58, 10-60 at the top of the page, substitute S&xi®with Sectiori020

Page 10-84, Table 1042-1, Class 2, Maximum, change from 23 to

Page 10-84, Article 1042-2 Testing, last sentence, replaeeotiokalterations with the worclcles
Page 10-100, Table 1056-1, replace on the line for TrapezoidaSteength:

Type 1 Type 2 Type 3 Type 4
Class A Class B Soil Stabilization
451b 751b -- -- 751b

Page 10-116, Subarticle 1070-10, first paragraph, second sentkhoejust before cold-forged sleeve.
Pages 10-136 through 10-147, at the top of the page, substitutenS€&td with Sectiot072

Page 10-157, Article 1077-11, first paragraph, change the refefremseSubarticle 420-18(B) to Subarticle
420-17(B).

Page 10-200, Subarticle 1080-14(B), change reference to ASTIVBD335

Page 10-211, at the top of the page, substitute Section 108%e«iion1082

Page 10-229, adtD88-6 BLANKon the line above 1088-7 TUBULAR MARKERS.

Page 10-244, adid89-10BLANK and1089-11BLANK on the lines just above 1089-12 FLAGGER.

Page 10-272, delete Article 1098-6 in its entirety. Renumb@les 1098-7 through 1098-17 as Articles 1098-
6 through 1098-16 consecutively.
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Division 12
Page 12-21 Add266-2just before the heading MATERIALS.

Division 14
Page 14-33, Article 1413-6, first paragraph, first sentenstjifie, replace made witraid for.

Division 15
o Page 15-2 adii500-4just before the heading WEEKEND, NIGHT AND HOLIDAY WRK.

o Page 15-4, Subarticle 1505-3(A)(2), replace the 2nd line witlfotleeving: Provide shielding or shoring
as required under Section 150 or as required elsewhere in thdract.

o Page 15-5, add505-60on the same line and just before the heading MEASUREMEND PAYMENT.
(Remove the period after PAYMENT.)

o Page 15-6, Article 1505-6(3), deleteSection 1175 and replace it witlel sewhere in the contract.
o Page 15-8, adii510-4on the same line and just before the heading MEASUREMEND PAYMENT.

o Page 15-10, substituL ANK for CONSTRUCTION REQUIREMENTS on the same line arst before
1515-4.

o Page 15-10, substitu@ONSTRUCTION REQUIREMENTS for General Requirements

o Page 15-10, Article 1515-4, adD) just before the bolded Fire Hydrants.

o Page 15-13, Article 1520-3, 8th paragraph, pige after diameter.

o Page 15-22, adt’540-3on the same line and just before the heading CONSTROE REQUIREMENTS.
o Page 15-28, Replace 1550-6 METHOD OF MEASUREMENT WMEPASUREMENT AND PAYMENT.

Division 16

o Page 16-12, Subarticle 1632-1(C) % Inch hardware cloth, chaageinimum width from 24 inches to 48
inches.

END
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PROJECT SPECIAL PROVISIONS

NOTES TO CONTRACTOR

The Contractors attention is directed to the follgwyin
» The Contractor shall not close more than one ldeaflic without prior approval of the engineer.
» Portable “Road Construction Ahead” signs may be useeurof post mounted signs, as directed by the
engineer.

SPECIAL PROVISIONS

TRAFFIC CONTROL

The Contractor shall maintain traffic in accordanath Division 11 of the 2006 Standard Specifications for
Roads and Structures. The Contractor shall furnistallingaintain, relocate and remove any signs, keatgs,
drums, cones, flashing arrow boards, truck mounted imp@ctuators, etc. in order to comply with the 2006
Specifications.

When closing a lane on a multi-lane roadway the Cotdrashall install temporary lane closures in accocdan
with Standard 1101.02 sheets 3, 4, 5, 6, and 7 of 9 of the Higbesgn Branch Roadway Standard Drawings.

When a temporary lane closure on a multi-lane roadsvakifted to another lane, the contractor will bel fhau
a Lane Closure Shift.

Payments shall be made under:

“Temporary Lane Closure (Multi-Lane Roadway). . . .................... Each”

“Lane Closure Shift (Multi-Lane Roadway). . .. ... ... . ... Each”
EPOXY OVERLAY SYSTEM SPECIAL

Description

This work shall consist of furnishing and applying epoxy overlay system over the concrete bridge deck in
accordance with the contract documents and consistemiraum of two (2) layers of hybrid polymer resinshnat
special blend of extremely hard aggregate designeardvide a 3/8 inch thick overlay for the purpose otlcra
treatment, complete waterproofing, and providing a ka@hsurface. The overlay system shall be formulated
applied to withstand continuous heavy traffic, extrethanges in weather conditions, and deformations due to
structure loading and temperature chang&ontractor shall have a manufacturer’'s representative present
during the installation of the first epoxy overlay system oétproject.
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Materials

(A)

(B)

Overlay (Multiple Layers)

This two-part epoxy polymer overlay system shall be fé any filers or volatile solvents and shall be
formulated to provide a simple volumetric mixing ratiotwb components such as one to one or two to one
by volume. The epoxy polymer overlay system shalbbatlated to provide flexibility in the system without
any sacrifice of the hardness, chemical resistancgrength of the system. Use of external/conventional
flexibilizers will not be accepted. Flexibility dhle by interaction of elastomers to chemically linkthe
process of curing so that the flexibility of the moleaslleast affected during the low temperature condit
that are confronted in actual use.

Physical Requirements of Epoxy Polymer Overlay: When components A and B are mixed in the
appropriate ratio, the cured resin shall conform ta¢fj@irements for Epoxy, Type 2 in Article 1081-1 @ th
Sandard Secifications with the following exceptions:

Property Requirement Test Method
Pot life 15-45 minutes @ 75deg. F  ASTM C881
Min.  compressive 1,000 psi @ 75 deg. F ASTM C109
Strength @ 3 hrs.

Min. adhesion 250 psi @ 75 deg. F VTM-92
strength @ 24 hrs.

Aggregate

Aggregate used for all layers shall be non-friabt)-polishing, clean and free from surface moisturee Th
aggregate shall be flint rock, 100% fractured, thonbugvashed and kiln dried to a maximum moisture
content of 0.2% by weight, measured in accordanceA8tiM C566. The fracture requirements shall be at
least one mechanically fractured face and will appaterials retained on a U.S. No. 10 sieve.

Aggregate properties shall conform to the propertiesablell and Table 2:

TABLE 1
AGGREGATE PROPERTIES
Property Value Test Method
Moisture Content, max. 0.2% by weight AASHTO T255
Mohs Hardness, min. 6.5
Soundness Loss, 5 cycles in Sodiui4% AASHTO T104
Sulfate, max.
Micro-Deval, max. 10% AASHTO TP58§
TABLE 2
AGGREGATE GRADATION
Sieve Size Percent Passing
No. 6 60-100
No. 10 0-20
No. 20 0-10
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System Quality Submittals

(1) Past Performance Submittal: Prior to beginning work, the selected epoxy polymerlayeystem
manufacturer shall submit records demonstratingialelef satisfactory performance under average daily
traffic of at least 10,000 for at least five (5) yean at least three (3) bridges in any state.

(2) Performance GuaranteeThe Contractor shall guarantee materials and workmaagfainst latent
and patent defects arising from faulty materials, fawlbykmanship or negligence for a period of
five (5) years following the date of final acceptan€¢he work for maintenance and shall replace
such defective materials and workmanship without costedepartment. The Contractor will not
be responsible for damage due to normal wear and teamefgigence on the part of the
Department, and/or for use in excess of the design.

This guarantee provision shall be invoked for the falgwonditions:
(a) Any delaminations
(b) Excessive loss of aggregate
(c) Skid resistance less than 40 as measured by AASHTO T242

Construction Methods

(A)

Surface Preparation

Remove all existing asphalt overlays if applicable, ah@bose, disintegrated, unsound or contaminated
concrete from the bridge deck.

Prepare the bridge deck prior to applying the ovesigstem, in accordance with the manufacturer's
recommendations, the special provisidoncrete Deck Repair for Epoxy or Asphalt Overlays, and the
following.

After deck repairs have been completed, clean tire eleck surface by steel shot blasting and othansi®
remove asphaltic material, oils, dirt, rubber, curgggnpounds, paint carbonation, laitance, weak surface
mortar and other potentially detrimental materials thay interfere with the bonding or curing of the caerl
Acceptable cleaning is usually recognized by afgignt change in the color of the concrete and montat, a
the beginning exposure of coarse aggregate partidestar that is sound and soundly bonded to the coarse
aggregate shall have open pores due to cleaning tonselered adequate for bond. Areas of asphalt larger
than one inch in diameter, or smaller areas spasedhan six inches apart, shall be removed. T it

lines shall be considered clean when the concretexmssed aggregate showing through the paint stripe.
Remove all dust and other loose material. Care shalhen and methods used to fully collect the excess
material and limit loss to the environment.

Epoxy based overlays shall not be placed on hydraarient concrete that is less than 28 days old. Rgtchi
and cleaning operations shall be inspected and ampqani@ to placing each layer of the overlay. Any
contamination of the deck or intermediate courses, iaitiaf cleaning, shall be removed.

The deck shall be completely dry at the time of apptin of the epoxy concrete overlay.
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(B)

©

Equipment

Equipment shall consist of no less than an epoxylisitsn system, aggregate spreader, application segeeg
and vacuum trucks. The distribution system or distor shall accurately blend the epoxy resin andemarg
agent, and shall uniformly and accurately applyeipexy materials at the specified rate to the bridgek ah
such a manner as to cover 100% of the work area. ghnegate spreader shall be propelled in such a manne
as to uniformly and accurately apply the aggregatmter 100% of the epoxy material. The vacuum truck
shall be self-propelled.

Application

Handling and mixing of the epoxy resin and hardeagpgnt shall be performed in a safe manner to adtieve
desired result in accordance with the manufacturecesmmendations as approved and as directed by the
Engineer. Epoxy overlay materials shall not be pladeen weather or surface conditions are such that the
material cannot be properly handled, placed, spraddcared within the specified requirements of taffi
control.

The number of layers and the application rates olighiel in the various layers shall be as recommeryed
the manufacturer in order to achieve a minimum ovéniainess of 3/8”.

After the epoxy mixture has been prepared for the yejpoxl stone overlay, it shall be immediately and
uniformly applied to the surface of the bridge detke temperature of the bridge deck surface angakye
and aggregate components shall be 60°F or above tanéhef application. Epoxy shall not be applied if the
air temperature is expected to drop below 55°F withimours after application, or when high temperatures
would cause the gel time to be less than 10 mindthe.dry aggregate shall be applied in such a masn®
completely cover the epoxy mixture so that no wet spopeaa and before it begins to gel. First course
applications that do not receive enough aggregatetprgel shall be removed and replaced. A second course
insufficiently covered with aggregate may be leftpiace, but will require additional applications befor
opening to traffic. Each course of epoxy overlay sleadiiyed until vacuuming or brooming can be performed
without tearing or damaging the surface. Traffic quigment shall not be permitted on the overlay surface
during the curing period. After the first courseimgrperiod, all loose aggregate shall be removed by
vacuuming or brooming and the next overlay course(diedpo completion. The minimum curing periods
shall be as follows:

Course: Average temperature of deck, epoxy and agggate components in °F

60-64 65-69 70-74 75-79 80-84 85+
1 4 hrs. 3 hrs. 2.5 hrs. 2 hrs. 1.5 hrs. 1 hr.
2 6.5 hrs.* 5 hrs. 4 hrs. 3 hrs. 3 hrs. 3 hrs.

*Course 2 shall be cured for 8 hrs. if the air terapee drops below 60°F during the curing period.
The Contractor shall plan and prosecute the work to gedie curing periods as specified herein, or other

longer minimum curing periods as prescribed by theufaaturer prior to opening to public or construction
traffic, unless otherwise permitted. Course one egdfuins shall not be opened to traffic.

23



Do not apply epoxy concrete overlay courses over modutds,jonetal expansion joints, or evazote joint
seals.

In the event the Contractor's operation damages or thiargpoxy concrete overlay, the Contractor shall
remove the damaged areas by saw-cutting in receanggdtions to the top of the concrete deck surface and
replacing the various courses in accordance witlsttesification at no additional cost to the Department.
Measurement and Payment
Placement of Epoxy Overlay will be measured and paid for in square feet, whiate shall be full compensation for
deck preparation, pre-treatment, furnishing andngathe overlay system, providing a 5 year guarasatee all tools,
labor, materials, maintenance and incidentals negesscomplete the work.

Payment will be made under:

Pay Item Pay Unit
Placement of Epoxy Overlay Square Feet

CONCRETE DECK REPAIR FOR EPOXY OR ASPHALT OVERLAYS

Description

This work consists of concrete deck repairs prior toipdaan epoxy based overlay system or asphalt overlay as
designated by the Engineer. The Contractor shall begrk within 60 days of notification. After surface
preparation, the Engineer sounds the deck and locates aksl an@as to be repaired using a chain drag or other
acceptable means.

Materials

Epoxy Overlays: Concrete deck repair material shalepexy based material with a minimum modulus of
elasticity of 2,500 ksi, compatible with epoxy based oyedgstems, free of magnesium phosphate, and
approved for use by the NCDOT for concrete deck repaiateNals containing cement mortar are acceptable
with the understanding that a 28 day curing period will be redufter installation of the patch material before
placing the epoxy overlay can begin. The Contractall shbmit the proposed repair material and schedule of
repairs to the Engineer for approval prior to beginnimgvbrk.

Asphalt Overlays: Concrete deck repair material stelapproved for use by the NCDOT for concrete deck
repair. The Contractor shall submit the proposed repaterial and schedule of repairs to the Engineer for
approval prior to beginning the work.

Construction Methods

Class Il Surface Preparation (Partial Depth): Renfipvehipping with hand tools (or hydrodemolition) all
loose, unsound and contaminated deck concrete to an adenatipeof approximately one-half the deck
thickness, but no less than 3/4 inch below the top frsteel. In areas where the entire perimeter of the
reinforcing steel bar is exposed, chip or use hand-hgldvalocity water-jet equipment to provide a minimum
depth of 3/4 inch below the bar. Use a small chippingieam{15 Ib. class) to prepare the edges of the repair
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area to limit micro fractures. Dispose of the rentbeencrete, clean, repair or replace rusted or loose
reinforcing steel, and thoroughly clean the newly expaseface. Use a bonding agent in accordance with the
manufacturer’s recommendations.

Care shall be taken not to cut, stretch, or damagexguosed reinforcing steel.

In overhangs, removing concrete areas of less thanft®/$0ength of bridge without overhang support will be
permitted unless the Engineer directs otherwise. Focrete areas greater than 0.8fftftength of bridge,
approval of the overhang support will be required.

Refill areas where concrete was removed with repatenal up to the finished deck surface and cure in
accordance with the material manufacturer’'s recommamdat Provide a raked finish.

Measurement and Payment

Class Il Concrete Deck Repair for Epoxy/Asphalt Overlay will be measured and paid for in square feet for the
appropriate areas so prepared. The cost for concreteajeik for epoxy or asphalt overlays including, but not
limited to, materials, labor, maintenance, equipmertlst and incidentals will be included in the unit price pe

square foot.

Payment will be made under:

Pay Item Pay Unit
Class Il Concrete Deck Repair for Epoxy/Asphalt Overlay Square Foot

COOPERATION WITH STATE FORCES AND OTHER CONTRACTORS

The Contractor must cooperate with State forces amet @bntractors working within the limits of this pgoj
as directed by the Engineer.

DAMAGE TO EXISTING PAVEMENT, BASE, SUBGRADE AND PRO POSED
PAVEMENT

In addition to the requirements of the Standard Speaifrcmtoncerning this subject, the Contractor is
cautioned that he will be held responsible for all damagéhe pavement, base, and subgrade caused by his
operations, including but not limited to, rutting and shgwhthe existing or proposed pavement and yielding or
rutting of the existing base and subgrade.

The Contractor is cautioned to limit the weight ofdugiipment and the frequency of hauls so as to not damage
the existing pavement, base, subgrade and the proposed paveme

Any subgrade or base failures which the Contractor fmas to the beginning of his operations or during the
conditioning of the existing base are to be broughheécattention of the Engineer in writing. Repairshose
areas will be made by DOT forces. Once these deffieieeas have been repaired, the requirements of this
Special Provision will fully apply.

25



DRIVEWAYS AND PRIVATE PROPERTY

The Contractor shall maintain access to drivewaysalfaesidents and property owners throughout the lithef
project.

The Contractor shall not perform work for privatezetis or agencies in conjunction with this project bniw
the project limits of this contract.

LITTER PICK-UP

Litter pick-up shall be performed on all areas. Littekpip consisting of construction debris, will be considere
incidental to mobilization. No additional compensatialhbe made for litter pick-up.

MAINTENANCE OF PROJECT

The Contractor shall be responsible for maintainirggroject as directed by Section 104-10 in_the Standard
Specifications.

NOTIFICATION OF OPERATIONS

The Contractor shall notify the Engineer one weekdmance of beginning work on this project. The Conbract
shall give the Engineer sufficient notice of all openag for any sampling, inspection or acceptance testing
required. It should be noted that grading, draining, andiziadpioperations on the subject routes will be
performed by Departmental Forces. All routes may ea\ailable by the above listed date. The contraeibr
notify the Bridge Maintenance Technician, Mr. Bradigste, @ (910) 259-0268, daily of his intended schedule
of work. This will allow the technician to scheduls mspections accordingly.

PLAN, DETAIL, AND QUANTITY ADJUSTMENTS

The Department reserves the right to make, at anyduriag the progress of the work, such alterations in plans
or the details of construction as may be found necgssatesirable by the Engineer to complete the project.

PLANT AND PEST QUARANTINES

(Imported Fire Ant, Gypsy Moth, Witchweed, And Other Noxious Weeds)
Within quarantined area
This project may be within a county regulated for planti/ar pests. If the project or any part of the
Contractor's operations is located within a quarantared, thoroughly clean all equipment prior to moving out

of the quarantined area. Comply with federal/state regntaby obtaining a certificate or limited permit fomy
regulated article moving from the quarantined area.
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Originating in a quarantined county

Obtain a certificate or limited permit issued by th€ NDepartment of Agriculture/United States Department of
Agriculture. Have the certificate or limited permit angany the article when it arrives at the projeét. sit

Contact

Contact the N.C. Department of Agriculture/United St&department of Agriculture at 1-800-206-9333, 919-
733-6932, othttp://mwww.ncagr.convplantind/ to determine those specific project sites locatetlemjuarantined
area or for any regulated article used on this projeginating in a quarantined county.

Regulated Articles Include

1. Soil, sand, gravel, compost, peat, humus, muck, and decompusade, separately or with other
articles. This includes movement of articles listedwve that may be associated with cut/waste, ditch gubind
shoulder cutting.

Plants with roots including grass sod.

Plant crowns and roots.

Bulbs, corms, rhizomes, and tubers of ornamental plants

Hay, straw, fodder, and plant litter of any kind.

Clearing and grubbing debris.

Used agricultural cultivating and harvesting equipment.

Used earth-moving equipment.

Any other products, articles, or means of conveyaotany character, if determined by an inspector to
present a hazard of spreading imported fire ant, gypsy muitthweed or other noxious weeds.

©CoOoNoOrWN

PRECONSTRUCTION CONFERENCE

In accordance with Section 108-3 of the Standard Spemfisata preconstruction conference will be required
prior to beginning work.

PROSECUTION AND PROGRESS

The Contractor shall prepare and submit to the Enganpeoposed schedule of operations prior to beginning
work on this project. The schedule should indicate thpgsed chronological sequence of operations and may
be revised within the limits of the contract witle thpproval of the Engineer.

No work may be performed on legal State holidays. Wballl snly be performed when weather and visibility
conditions allow safe operations.

The Contractor's vehicles and equipment shall not deegawithin the State Highway System right of way
overnight or at other times when work has been suspemdesks approved by the Engineer. The Engineer may
designate specific locations for parking equipment.

The Contractor shall temporarily remove his equipmenhfthe travelway for emergency vehicles and school
buses as directed by the Engineer.
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PROSECUTION OF WORK

The Contractor will be required to prosecute the woik @ontinuous and uninterrupted manner from the time
he begins the work until completion and final acceptarftke project. The Contractor will not be permitted
suspend his operations except for reasons beyond hielconexcept where the Engineer has authorized a
suspension of the Contractor's operations in writing.

SUBSURFACE INFORMATION

There isno subsurface information available on this projecte Tontractor shall make his own investigation of
subsurface conditions.

WORK ZONE TRAFFIC CONTROL
(7-19-11) SP11 R20

Revise the2006 Standard Specificatioras follows:

Page 11-3, Article 1101-12 Traffic Control Supervisionin addition to the stated requirements, add the
following:

Provide the service of at least one qualified Work Zséupervisor. The Work Zone Supervisor shall have the
overall responsibility for the proper implementatiortled traffic management plan, as well as ensuring all
employees working inside the NCDOT Right of Way haveiked the proper training appropriate to the job
decisions each individual is required to make.

The work zone supervisor is not required to be on siédl aines but must make periodic project reviews and be
available to address concerns of the Engineer. Tine aad contact information of the work zone supervisor
shall be provided to the Engineer prior to or at thegmsituction conference.

Qualification of Work Zone Supervisors shall be donealWCDOT approved training agency or other
approved training provider. For a complete listing ofeéhese the Work Zone Traffic Control's webpage,
http://www.ncdot.gov/doh/preconstruct/wztc/.

Page 11-13, Article 1150-3 Construction Methodseplace the article with the following:

Provide the service of properly equipped and qualified flaggeeRpadway Sandard Drawings No. 1150.01)

at locations and times for such period as necessatlidazontrol and protection of vehicular and pedestrian
traffic. Anyone who controls traffic is required te qualified. Qualification consists of each flagger ikaug
proper training in the set-up and techniques of safely amgbetently performing a flagging operation.
Qualification of flaggers is to be done at an NCDOT apgddraining agency. For a complete listing of these,
see the Work Zone Traffic Control's webpage, http://wiacslot.gov/doh/preconstruct/wztc/.

Prior to beginning work on the project, a Qualificati®tatement that all flaggers used on the project have bee
properly trained through an NCDOT approved training resashral be provided to the Engineer.
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Flagging operations are not allowed for the convenieftiee Contractor’s operations. However, if safety
issues exist (i.e. sight or stopping sight distance)Etiggneer may approve the use of flagging operations. Use
flagging methods that comply with the guidelines in the NDDT

TRAFFIC CONTROL

(10-21-08) RWZ-1

Maintain traffic in accordance with Divisions 10, 11 drlof theStandard Specifications and the following
provisions:

Use a lane closure (refer to tReadway Sandard Drawings Nos. 1101.02, 1101.11, 1110.02, 1130.01 and
details for the Advance Work Zone signing in contracty slow-moving operation as shown in details of this
contract. Use a moving operation only if the minimgpeed maintained at all times is 3 mph with no stops that
narrow or close a lane of travel. If the moving @pen is progressing slower than 3 mph at any timealirest
lane closure. Maintain the existing traffic patteralatimes, except in the immediate work zone whane |
closures are allowed as determined by the Engineer.

Refer to Attached Details and tReadway Standard Drawings Nos. 1101.02, 1101.03, 1101.04, 1101.05,
1101.11, 1110.01, 1110.02, 1115.01, 1130.01, 1135.01, 1145.01, 1150.01, 1165.01, 1170.01 and 1180.01 v
closing a lane of travel in a stationary work zonensag pavement patching resurfacing, or pavement marking
removal. Properly ballasted cones may be used instelidros for lane closures during daylight hours.
However, drums are required for the upstream taper portian® closures in all applications. The stationary
work zone shall be a maximum of 3 miles in length gtgven time unless otherwise directed by the Engineer.
A pilot vehicle operation may be used in conjunctiorhvldggers and the appropriate pilot vehicle warning
signing as directed by the Engineer. During periods oftogct®n inactivity, return the traffic pattern to the
existing alignment and remove or cover any work zogessi When covering work zone signs, use an opaque
material that prevents reading of the sign at night ésher using high beam headlights. Use material, which
does not damage the sign sheeting. Replace any okltararkings as required by other sections of the
Standard Soecifications and the Engineer.

When personnel and equipment are working on the shouldeeatj® an undivided facility and within 5 feet of
an open travel lane, close the nearest open traneslising thdRoadway Standard Drawings No. 1101.02 unless
the work area is protected by barrier or guardrail. Wiesonnel and equipment are working on the shoulder,
adjacent to a divided facility and within 10 feet of aempravel lane, close the nearest open travel lang trse
Roadway Standard Drawings No. 1101.02 unless the work area is protected by barrguardrail. When
personnel and equipment are working within a lane of tchan undivided or divided facility, close the lane
according to the traffic control plarRpadway Standard Drawings or as directed by the Engineer. Conduct the
work so that all personnel and equipment remain witlgrctbsed travel lane. Do not work simultaneously, on
both sides of an open travel way, within the samation, on a two-lane, two-way road. Do not perforarkv
involving heavy equipment within 15 feet of the edge ofd@ravay when work is being performed behind a lane
closure on the opposite side of the travel way. Parfeork only when weather and visibility conditionsoall

safe operations as directed by the Engineer.

Do not exceed a difference of 2 inches in elevatiawd®en open lanes of traffic for nominal lifts of 1shes.

Install advance warning UNEVEN LANES signs (W8-11 at 484&) 500 feet in advance and a minimum of
once every half mile throughout the uneven area.
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Backfill at a 6:1 slope up to the edge and elevation ofiegipavement in areas adjacent to an open travel lane
that has an edge of pavement drop-off as follows:

A. Drop-off that exceeds 2 inches on roadways with posteztideits of 45 mph or greater.
B. Drop-off that exceeds 3 inches on roadways with posteztidpeit less than 45 mph.

Backfill the unacceptable drop-off with suitable compactederial, as approved by the Engineer, at no expense
to the Department. This work is not considered pastotilder reconstruction.

When utilizing a slow-moving operation for such itempagement marking placement, pavement marker
installation and pesticide spraying, the slow moving dperaaravan shall consist, as a minimum, of thecleh
and devices shown on the Moving Operation CaravanI@therein. Traffic cones may be used when
necessary to provide additional protection of wet pavemeankings. Ballast all traffic cones so they widk e
blown over by traffic.

Submit a written sequence of operation for all map&édgngineer at the first pre-construction meeting for
approval by the Engineer. Approved sequence cannot lpedaltehout written permission of the Engineer.

Notify the Engineer 48 hours before milling or resurfgawmill interfere with the existing Signal Loops. Loops
may need to be placed in milled surface before resugfadours. Coordinate all signal loop operations with the
Engineer.

Notify the Engineer 15 consecutive calendar days be&s@rfacing a bridge or its approaches. Patch and make
repairs to bridge surface and its approaches before re@agrteccurs. Coordinate all operations on the bridge
and its approaches with the Engineer.

Notify the Engineer 48 hours before resurfacing the avkasisting pavement that require patching. Patch
these areas before resurfacing occurs. Allow full dapgnalt patching to cool to the point of supporting traffic
without displacement or rutting before reopening closeel l[@@oordinate the resurfacing operations of the
patched areas with the Engineer.

During a resurfacing only operation, bring all newly résted lanes to the same elevation within 72 hours.

For partial or wheel track miling operations on twoywavo-lane facilities, mill and pave back by the ehd o
each work day. For partial or wheel track milling opera on multi-lane facilities, the lane being milledyre
left closed and paved back within 72 hours.
The following options are acceptable during Resurfacingaliidg operations on two-way, two-lane facilities
when the entire roadway or entire lane is to beeill

A. Mill a single lane and pave back by the end of each wayk

B. Mill the entire width of roadway and pave back within G2its.

The following options are available during Resurfacing railichg operations on multi-lane facilities when all
lanes or a single lane in one direction are to bledhnil

A. Mill the entire width of pavement for all lanes toéled in any direction daily and pave back within 72
hours.

B. Mill a single lane and pave back by the end of each wayk

C. Mill a single lane, leave a lane closure in and pawk lathin 72 hours.

30



When resurfacing facilities with ramps, resurface #mp and gore area of the ramp as directed by the Engineer.
A transverse joint shall be placed on the ramp atethminal point of the gore. Newly resurfaced laneshen
main roadway and the ramp shall be at the same eawahere traffic merges.

Slope the pavement at the beginning and ending of therdilihg operation as directed by the Engineer.

Sweep and remove all milled material from the roadveagomn as the daily miling operation is completed.
Continue milling operations until the particular sectidmoadway being milled is complete. Remove any
existing pavement adjacent to the milled area thab&es damaged, and replace with patch material as directed
by the Engineer.

Maintain vehicular access in accordance with Sedtif1-13 of thetandard Specifications using suitable
backfill material approved by the Engineer.

Operate equipment and conduct operations in the samealirastthe flow of traffic. Do not cross medians
with equipment, except at properly designated interchanges.

Review and record the existing pavement markings and nsgokier to resurfacing. Use the record of existing
pavement markings and markers in conjunction witiRteeiway Standard Drawings to re-establish the
proposed pavement markings and markers unless otherwisedibycthe Engineer.

Provide appropriate lighting in accordance with Section 141Bedtandard Specifications.

Remove existing pavement markers in preparation for gavitepair any pavement damage due to existing
pavement marker removal prior to the end of the work dagpose of existing pavement markers as directed by
the Engineer. No direct payment will be made for thaskias it will be incidental to the paving operation.

Payment will be made for the traffic control iterhatthave been included in the contract. No direct payme
will be made for providing other traffic control as reedi herein, as the cost of same will be considered
incidental to the work being paid for under those varioafficd control items that have been included. Where
the Contractor maintains traffic as required hereimouspecific pay items have been included in the cantrac
all associated costs will be considered incidentahéontork being paid for under the various items in the
contract.

WORK ZONE SIGNING
(10-21-08) RWZ-3
Description

Install and maintain signing in accordance with Dinisid 1 and 12 of th&tandard Specifications, the Roadway
Standard Drawings and the following provisions:

Furnish, install, maintain, and remove advance wanvimigk zone signs and any required lane closure signing.

Furnish, install, and maintain general work zone warsigns for resurfacing and miling such as ROUGH
ROAD (W8-8 at 48" X 48") (for miling only), UNEVEN LANE$WS8-11 at 48" X 48"), LOW SHOULDER
(W8-9 at 48" X 48"), LOW / SOFT SHOULDER (DOT No. 16-7986@8t X 48”), UNMARKED
PAVEMENT AHEAD (DOT No. 116087130 at 48" X 48") and DO NOT PA&Z1 at 24" X 30"). When
construction is completed in any area of the projetbcate signs to the next work site, as directed by the
Engineer. Remove these signs at the completion gdrthject.
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All work zone signs may be portable.
Construction Methods
(A) General

Install all warning work zone signs before beginning kvamn a particular map. If signs are installed three days
prior to the beginning of work on a particular map, cdtersigns until the work begins. Install each work zone
warning sign separately and not on the same post at siimany other sign except where an advisory speed
plate or directional arrow is used.

(B)  Advance Warning Work Zone Signs

Install advance warning work zone signs (see attach&lland thdRoadway Sandard Drawings

Nos. 1101.02 and 1110.01 and advance signing details) prior to bggrimiork and remove upon final
completion of the project. If there is a period ofstouction inactivity longer than two weeks, removeaover
advance warning work zone signs. Uncover advance vgawonk zone signs no more than 3 days before work
resumes. All other operations could be suspended upon tailaemply with the above requirements. Such
suspended operations would not be resumed until the aboveeregnis are fulfilled.

(C) Lane Closure Work Zone Signs

Install any required lane closure signing needed duringféheflthe project in accordance with tReadway
Sandard Drawings Nos. 1101.02, 1101.11 and 1110.02.

(D)  General Work Zone Warning Signs

Install general work zone warning signs for resurfacmd railling such as ROUGH ROAD (W8-8 at 48" X 48")
(for milling only), UNEVEN LANES (W8-11 at 48" X 48"), LOVMHOULDER (W8-9 at 48" X 48") and LOW
/ SOFT SHOULDER (W8-9B at 48" X 48”) at 1 mile intervalarsing at a minimum of 500 feet in advance of
the condition for both directions of travel (undivide@davays only) and at any other points determined by the
Engineer.

Install the LOW SHOULDER (W8-9 at 48" X 48") or LOW / SDSHOULDER (DOT No. 16-79860 at 48"
X 48”) signs prior to any resurfacing in an area wheoaikster construction will be performed.

Install general work zone warning signs such as UNMARKEAYEMENT AHEAD (DOT No. 116087130 at
48" X 48") and DO NOT PASS (R4-1 at 24" X 30") alternatelg§/@tmile intervals starting at a minimum of
500 feet in advance of the condition for both directioiigavel (undivided roadways only) and at any other
points determined by the Engineer. Install signs padhé obliteration of any pavement markings.

Measurement and Payment

Any lane closures needed to complete a project with&ialied by the Contractor at no additional cost & th
Department. Where the Contractor provides work zagreng as required herein but no specific pay items have
been included in the contract, all associated costbevdonsidered incidental to the work being paid for under
the various items in the contract.
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

CORPORATION

The person executing the bid, on behalf of the Bidder, being dulynssolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pagetipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and thatBidder intends to do the work with its own bonafide emplogees
subcontractors and is not bidding for the benefit of another cootra

In addition, execution of this bid in the proper manner also cotesithe Bidder's certification 8fatus under penalty of perjury under the laws of
the United States in accordance with the Debarment Ceiitificattached, provided that the Debarment Certification aldades any required
statements concerning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, or acceptancaryysState Employee of any gift from anyone with a contrattt
the State, or from any person seeking to do business withtdbe By execution of any response in this procurement, yestafor your entire
organization and its employees or agents, that you arenaoe ghat any such gift has been offered, accepted, or pbimysany employees of
your organization.

SIGNATURE OF CONTRACTOR

Full name of Corporation

Address as prequalified

Attest By
Secretary/Assistant Secretary President/Vice Preshteigtant Vice President
Sdect appropriatetitle Sdect appropriatetitle
Print or type Signer's name Print or type Signer's name

CORPORATE SEAL

AFFIDAVIT MUST BE NOTARIZED

NOTARY SEAL

Subscribed and sworn to before me this the

day of , 20

Signature of Notary Public
Of County

State of

My Commission Expires
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

LIMITED LIABILITY COMPANY

The person executing the bid, on behalf of the Bidder, being dulynssolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pagetipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and thatBidder intends to do the work with its own bonafide emplogees
subcontractors and is not bidding for the benefit of another cootra

In addition, execution of this bid in the proper manner also cotesithe Bidder's certification 8fatus under penalty of perjury under the laws of
the United States in accordance with the Debarment Ceiitificattached, provided that the Debarment Certification aldades any required
statements concerning exceptions that are applicable.

N.C.G.S. 8 133-32 and Executive Order 24 prohibit the offer tocaapsance by, any State Employee of any gift from anyotieanéontract with

the State, or from any person seeking to do business withtdbe By execution of any response in this procurement, yestafor your entire

organization and its employees or agents, that you arenaoe @hat any such gift has been offered, accepted, or pbimysany employees of
your organization.

SIGNATURE OF CONTRACTOR

Full Name of Firm

Address as Prequalified

Signature of Manager
Witness's Signature Individually

Print or type Signer's name Print or type Signer's Name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION
JOINT VENTURE (2) or (3)

The person executing the bid, on behalf of the &iddeing duly sworn, solemnly swears (or affirtis)t neither he, nor any official, agent or emptogé the bidder has
entered into any agreement, participated in anlusioh, or otherwise taken any action which iséstraint of free competitive bidding in connectioith any bid or
contract, and that the Bidder intends to do thekw@th its own bonafide employees or subcontracamd is not bidding for the benefit of another cactor.

In addition, execution of this bid in the propermmer also constitutes the Bidder's certificatiorBiatus under penalty of perjury under the laws of thetebhiStates in
accordance with the Debarment Certification attdchpeovided that the Debarment Certification alsoludes any required statements concerning exceptiwat are
applicable.

N.C.G.S. § 133-32 and Executive Order 24 prohibit the offer to, oceptance by, any State Employee of any gift froyoae with a contract with the State, or from any
person seeking to do business with the State. xBgution of any response in this procurement, yttest for your entire organization and its empésyer agents, that you
are not aware that any such gift has been offegpted, or promised by any employees of youmizgton.

SIGNATURE OF CONTRACTOR

Instructions: 2 Joint Venturers Fill in lines (1), (2) and (3) and executg.Joint Venturers Fill in lines (1), (2), (3) and (4) and execu®n Line (1), fill in the name of
the Joint Venture Company. On Line (2), fill irethame of one of the joint venturers and executewbi@ the appropriate manner. On Line (3), pantype the name of
the other joint venturers and execute below inghpropriate manner. On Line (4), fill in the naofethe third joint venturer, if applicable and ewte below in the

appropriate manner.

@
Name of Joint Venture
@
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of Eaetor
Print or type Signer's name Print or type Signeaime
If Corporation, affix Corporate Seal and
©)
Name of Contractor
Address as prequalified
Signature of Witness or Attest By Signature of Eartor
Print or type Signer's name Print or type Signeaime
If Corporation, affix Corporate Seal and
4
Name of Contractoffor 3 Joint Venture only)
Address as prequalified
Signature of Witness or Attest By Signature of Eaetor
Print or type Signer's name Print or type Signeaime
If Corporation, affix Corporate Seal
NOTARY SEAL NOTARY SEAL NOTARY SEAL

Affidavit must be notarized for Line (2)
Subscribed and sworn to before me this
day of 20

Signature of Notary Public

of County
State of

My Commission Expires:

Affidavit must be notarized for Line (3)
Subscehddsworn to before me this

Affidavit must be notarized for Line (4)
Subscribed and svedoefore me this

day of 20 day of 20
Signature of Notary Rubl Signature of Notary Public
of County of County
State of State of

My Commis§&irpires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME

The person executing the bid, on behalf of the Bidder, being dulynssolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pagetipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and thatBidder intends to do the work with its own bonafide emplogees
subcontractors and is not bidding for the benefit of another cootra

In addition, execution of this bid in the proper manner also catesithe Bidder's certification of Status under penalty ofipednder the laws of
the United States in accordance with the Debarment Ceiitificattached, provided that the Debarment Certification aldades any required
statements concerning exceptions that are applicable.

N.C.G.S. 8§ 133-32 and Executive Order 24 prohibit the offer tocaapsance by, any State Employee of any gift from anyotieanéontract with
the State, or from any person seeking to do business withtatee By execution of any response in this procurement, yestafor your entire

organization and its employees or agents, that you arewaoe ghat any such gift has been offered, accepted, or mwrisany employees of
your organization.

SIGNATURE OF CONTRACTOR

Name of Contractor

Individual name

Trading and doing business as

Full name of Firm

Address as Prequalified

Signature of Witness Signature of Contractor, Individually

Print or type Signer's name Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED
Subscribed and sworn to before me this the NOTARY SEAL

day of 20

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

INDIVIDUAL DOING BUSINESS IN HIS OWN NAME

The person executing the bid, on behalf of the Bidder, being dulynssolemnly swears (or affirms) that neither he, nor afigialf agent or
employee of the bidder has entered into any agreement, pagetipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and thatBidder intends to do the work with its own bonafide emplogees
subcontractors and is not bidding for the benefit of anotheraaziotr

In addition, execution of this bid in the proper manner also catesithe Bidder's certification 8fatus under penalty of perjury under the laws of
the United States in accordance with the Debarment Ceiitificattached, provided that the Debarment Certification aldades any required
statements concerning exceptions that are applicable.

N.C.G.S § 133-32 and Executive Order 24 prohibit the offer to, or acceptancaryysState Employee of any gift from anyone with a contrattt
the State, or from any person seeking to do business withtatee By execution of any response in this procurement, yestafor your entire

organization and its employees or agents, that you arenaoe ghat any such gift has been offered, accepted, or pimysany employees of
your organization.

SIGNATURE OF CONTRACTOR

Name of Contractor

Print or type Individual name

Address as Prequalified

Signature of Contractor, Individually

Print or type Signer's Name

Signature of Witness

Print or type Signer’'s name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

NOTARY SEAL
day of 20__

Signature of Notary Public

of County

State of

My Commission Expires:
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EXECUTION OF BID
NON-COLLUSION AFFIDAVIT, DEBARMENT CERTIFICATION AN D GIFT BAN CERTIFICATION

PARTNERSHIP

The person executing the bid, on behalf of the Bidder, being dulnseolemnly swears (or affirms) that neither he, nor dfigia, agent or
employee of the bidder has entered into any agreement, pagetipaany collusion, or otherwise taken any action which iestraint of free
competitive bidding in connection with any bid or contract, and thatBidder intends to do the work with its own bonafide emplogees
subcontractors and is not bidding for the benefit of another cooitra

In addition, execution of this bid in the proper manner also catesithe Bidder's certification of Status under penalty ofipednder the laws of
the United States in accordance with the Debarment Ceiitificattached, provided that the Debarment Certification aldades any required
statements concerning exceptions that are applicable.

N.C.G.S. 8§ 133-32 and Executive Order 24 prohibit the offer tocaapsance by, any State Employee of any gift from anyotieanéontract with

the State, or from any person seeking to do business withtatee By execution of any response in this procurement, tyest afor your entire

organization and its employees or agents, that you arenaoe ghat any such gift has been offered, accepted, or pimysany employees of
your organization.

SIGNATURE OF CONTRACTOR

Full Name of Partnership

Address as Prequalified

By

Signature of Witness Signature of Partner

Print or type Signer's name Print or type Signer's name

AFFIDAVIT MUST BE NOTARIZED

Subscribed and sworn to before me this the

day of 20

NOTARY SEAL

Signature of Notary Public

of County

State of

My Commission Expires:
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DEBARMENT CERTIFICATION
Conditions for certification:

The prequalified bidder shall provide immediate writtena®to the Department if at any time the bidder
learns that his certification was erroneous whesutenitted his debarment certification or explanatiat ihfile
with the Department, or has become erroneous bechuabarged circumstances.

The termscovered transaction, debarred, suspended, ineligible, lower tier covered transaction,
participant, person, primary covered transaction, principal, proposal, andvoluntarily excluded, as used in
this provision, have the meanings set out in the Defrs and Coverage sections of the rules implementing
Executive Order 12549. A copy of the Federal Rules requirisgcthtification and detailing the definitions and
coverages may be obtained from the Contract OffiténeoDepartment.

The prequalified bidder agrees by submitting this form, bieatvill not knowingly enter into any lower tier
covered transaction with a person who is debarred, sisgedeclared ineligible, or voluntarily excluded from
participation in NCDOT contracts, unless authorizedheylepartment.

For Federal Aid projects, the prequalified bidder further eggtbat by submitting this form he will include
the Federal-Aid Provision title@Required Contract Provisons Federal-Aid Construction Contract (Form
FHWA PR 1273) provided by the Department, without subsequent modificatioall lower tier covered
transactions.

The prequalified bidder may rely upon a certification gbaticipant in a lower tier covered transaction that
he is not debarred, suspended, ineligible, or voluntaxdluded from the covered transaction, unless he knows
that the certification is erroneous. The bidder maydagethe method and frequency by which he will determine
the eligibility of his subcontractors.

Nothing contained in the foregoing shall be construa@daire establishment of a system of records in order
to render in good faith the certification required bys tprovision. The knowledge and information of a
participant is not required to exceed that which is ntlympassessed by a prudent person in the ordinary course
of business dealings.

Except as authorized in paragraph 6 herein, the Departmaytterminate any contract if the bidder
knowingly enters into a lower tier covered transactiotih a person who is suspended, debarred, ineligible, or
voluntarily excluded from participation in this transantiin addition to other remedies available by the Fade
Government.
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DEBARMENT CERTIFICATION
The prequalified bidder certifies to the best of his kealge and belief, that he and his principals:

Are not presently debarred, suspended, proposed for debadweelared ineligible, or voluntarily excluded
from covered transactions by any Federal departmeagency;

Have not within a three-year period preceding this prdpesan convicted of or had a civil judgment
rendered against them for commission of fraud or a maingiffense in connection with obtaining, attemptiog t
obtain, or performing a public (Federal, State or lotednsaction or contract under a public transaction;
violation of Federal or State antitrust statutes ommgssion of embezzlement, theft, forgery, bribery,
falsification or destruction of records; making falsgaments; or receiving stolen property;

Are not presently indicted for or otherwise criminally civilly charged by a governmental entity (Federal,
State or local) with commission of any of the offes enumerated in paragraph b. of this certificatiah; an

Have not within a three-year period preceding this prddush one or more public transactions (Federal,
State or local) terminated for cause or default.

Will submit a revised Debarment Certification immeelatif his status changes and will show in his bid
proposal an explanatidar the change in status.

If the prequalified bidder cannot certify that he is webarred, he shall provide an explanation with this
submittal. An explanation will not necessarily resulienial of participation in a contract.

Failure to submit a non-collusion affidavit and debarnoamtification will result inthe prequalified bidder's bid
being considered non-responsive.

D Check here if an explanation is attached to thisfioation.
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North Carolina Department of Transportation
BID FORM

WBS Elements:3B.103111 Contract Number:

Project Description:Application of Epoxy Overlay Systems on Bridges in DuplirCounty.

DESC NO. DESCRIPTION AM;BNT
10 0000100000-N SP Mobilization 1 Each
20 4600000000-N SP |Temporary Lane Closure (Multi-Lane Roadway) 40 Each
30 4600000000-N SP |Lane Closure Shift (Multi-Lane Roadway) 30 Each
40 8892000000-E SP  |Placement of Epoxy Overlay 70,000 SF
50 8892000000-E SP |Class Il Concrete Deck Repair for Epoxy/Asphalt Overlay 100 SF
TOTAL BID FOR PROJECT:

CONTRACTOR

ADDRESS

Federal Identification Number

Contractors License Number

Authorized Agent Title
Signature Date
Witness Title
Signature Date

THIS SECTION TO BE COMPLETED BY NORTH CAROLINA DEPA RTMENT OF TRANSPORTATION

This bid has been reviewed in accordance with Article 103-1 ef $ittandard Specifications for Roads and Structures 2006.

Reviewed by Date

Accepted by NCDOT Date
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